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TotalMix FX
The next generation of TotalMix delivers hardware mixing/routing with lots of new features 

and a highly improved usability. The unbeaten DSP mixer now not only matches features of 

high-end digital consoles but even adds e�ects like a 3-band parametric equalizer, reverb and 

echo. The DSP-based hardware calculates RMS and Peak levels for all channels without causing 

any CPU load. 

Babyface Features
- Sample rates up to 192 kHz on all I/Os (including two ADAT channels via SMUX4)

- Two digitally controlled microphone preamps in high-end quality

- Two balanced universal inputs for line and instrument signals

- SteadyClock for maximum jitter suppression and clock refresh

- Direct operation with rotary encoder and keys

- TotalMix FX: Newly developed internal DSP high-end mixer

- Full mobility by bus powered operation

- DIGICheck, RME’s unique meter and analysis tool

- Peak and RMS hardware-calculated for all channels

Drivers

▪�’ Windows Vista / 7 / XP SP2 (32 & 64 bit)

▪�’ Apple Mac OS X 10.5+ (Core Audio)

Rear Connectors
The Babyface has two optical I/Os and a 15-pin D-sub connector. 

The breakout cable - connected directly or via a special extension 

cable - o�ers the following connections:

- 4 x XLR balanced (Analog I/O)

- 1 x 1/4”  TRS (Phones/Analog Out 3+4)

- 2 x DIN (MIDI I/O) 


